
Which Flow Controller To Use?

VOLUME WASHER FLOW CONTROLLER

Code Description Size
VW010

8A, 1"BSP
VW065

12A, 1"BSP
VW067

16A, 1¼"BSP
VW067A

16A, 1"BSP

VW005 Volume Wash Pump Max 110 l/min. 240V 1ph 1.65kW 
(2.2HP) c/w Noryl® Impeller 1½" In/1" Out ü ü 7 ü

78110 Volume Wash Pump Max 110 l/min. 240V 1ph 1.65kW 
(2.2HP) c/w Brass Impeller 1½" In/1" Out ü ü 7 ü

78107 Volume Wash Pump Max 110 l/min. 230/400V 3ph 1.65kW 
(2.2HP) c/w Noryl® Impeller

1½" In/1" Out ü
via contactor

ü
via contactor

ü
via contactor + 

1¼"-1" F/M reducer
ü

via contactor

78134A Volume Wash Pump Max 140 l/min. 240V 1ph 2.2kW 
(3HP) c/w Noryl® Impeller

1½" In/1" Out ü
via contactor

ü
via contactor

ü
need 1¼"-1" F/M 

reducer
ü

78135 Volume Wash Pump Max 140 l/min. 230/400V 3ph 2.2kW 
(3HP) c/w Brass Impeller

1½" In/1" Out ü
via contactor

ü
via contactor

ü
via contactor + 

1¼"-1" F/M reducer
ü

via contactor

78105A Volume Wash Multistage Pump 6 Stage Max 170 l/min@26mH 
240V 1ph 2.2kW (3HP) c/w Noryl® Impeller

1¼" In/Out ü
via contactor + 

1¼"-1" F/M reducer

ü
via contactor + 

1¼"-1" F/M reducer
ü ü

need 1¼"-1" F/M 
reducer

VW131 Volume Wash Multistage Pump 6 stage, Max 140l/min@12mH 
240V 1ph 1.3kW 1.8HP c/w Noryl® Impellor

1" In/Out ü ü ü
need 1¼"-1" F/M 

reducer
ü


